
Hydraulic Elevator Safety Test Form 
Test form must be submitted within five days of the completion of the test to: 

Email: elevators@com.ohio.gov or Fax: 614-644-2428 
Safety tests are required to be performed as outlined in ASME A17.2, A17.1 (part 8) and Ohio Revised Code Section 4105, 

including acceptance testing for new and altered equipment 
Owner ID: State ID: 
Location: Address: 
City: Zip: County: 

Company Conducting Test: Person Conducting Test:    
Address: City: Zip: Signature: 
Phone: Email: Date: 

Type of Unit (check one) Type of Drive (check one) Unit Details 
  Passenger    Special Service 

    Freight   Sidewalk Freight 
    LULA     Stage Lift 
    Dumbwaiter        Other 

    Direct Hydraulic 
 Roped Hydraulic 

  Rack & Pinion 
  Other (specify): 

Elevator Make & Model: 

Valve SN# 

Type of Guide Rails: Wood   or Steel 
Capacity: _______________lbs 
Rated Speed: ___________ fpm 
Floors Serviced: ____________ 

Type of test to be Preformed (check all that apply) See ASME A17.2 & A17.1 (Part 8) for additional maintenance and test requirements. 
Annual Safety Test  Type A, B, C safeties- No Load, Reduced speed, - Performed in intervals no longer than 1 year - Applies to roped hydraulic. 
5-Year Load Test  Type A, B, C safeties -Rated Load, Rated speed -Performed in intervals no longer than 5 years Applies to roped hydraulic. 

Annual Hydraulic Relief Test Relief valve test to verify unit will bypass output of the pump before pressure exceeds 150% of the working pressure (15-
minute test). Note: Roped Hydraulic lifts require Annual, 5-year and hydraulic relief test to be performed. 

Complete this section for Annual Safety Tests for Governors and Safeties on Roped Hydraulics 
 PASS FAIL N/A Type of safety: 

Cars safeties visually inspected, cleaned, and operated? A   B C Slack Rope 
Governor visually inspected, cleaned, operated and sealed? 
Governor tripped by hand to set safeties? 
Governor electric switch tested and function in both up and down direction? 
If no governor, safety and slack rope device activated by attaining a slack rope? 

Complete this section and the above Annual Safety Test portion for a 5-Year Load Test on Roped Hydraulics 
Safety test performed with rated load? ELE Trip speed up:    fpm 
 Safety test performed at rated speed or governor tripping speed for acceptance? ELE Trip speed down:     fpm 
After safeties were applied, did the platform remain level after testing? (± ½ inch) Car-Mech-Trip Speed:     fpm 
Does the unit have counterweight (CW) safeties? Car-Safety Slide Dist:   in 

Complete this section for a Hydraulic Relief Safety Test including Roped Hydraulics 
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T Full load working pressures posting near the controller? Full load working pressure:         psi 

Stop ring engage when testing the relief pressure?  <150% of full load pressure? Relief bypass pressure:      psi 
Hydraulic cylinder test (15-minute test) Noting possible change in car position 
Where provided, pressure Switch and related circuits tested for operation? 
Where provided, flow control device and related circuits tested for operation? Hose install date(MM/YY) ________ 

Replaced every 6 years w/o flow control deviceWhere provided, flexible hoses/fittings tested for 30 secs at the relief bypass pressure? 
Where provided, low oil timer and related circuits tested for operation? 
Where provided, Plunger Gripper tested and function properly per manufacture specs? (≤30 lbf) Car Door Force:   lbf 
Car door closing force? Car door closing speed per ASME 2000 and later -Data tag? Car Door Time:     sec 

Complete this section for all Annuals, 5-year and Hydraulic Relief Safety test 
All emergency stop, operating controls, and normal/final terminal devices tested? Comments: 
Where provided, was the emergency terminal stopping speed limiting devices tested? 
Where provided, was the broken rope, tape switches tested? 
Leveling zone, leveling speed, and inner-landing zone tested? 
All doors and gates in proper working order? 
The manual operations and/or standby power tested? 
All test tags and Maintenance records updated?     *****Jumpers been removed? 
 Did the unit pass all testing requirements prior to being returned to service? YES NO 

614-644-2223
       Fax 614 -644-2428

 TTY/TDD 800-750-0750
       com.ohio.gov

Bureau of Operations & Maintenance – Elevators 
6606 Tussing Road       
Reynoldsburg, OH 43068-9009       
Form Name: DIC-18-0017       
Date Updated: 2/2019  An Equal Opportunity Employer and Service Provider

http://www.com.ohio.gov/
mailto:elevators@com.ohio.gov

	Owner ID: 
	State ID: 
	Location: 
	Address: 
	City: 
	Zip: 
	County: 
	Company Conducting Test: 
	Person Conducting Test: 
	Address_2: 
	City_2: 
	Zip_2: 
	Signature: 
	Phone: 
	Email: 
	Date: 
	Capacity: 
	Rated Speed: 
	Floors Serviced: 
	Hose install dateMMYY: 
	CommentsRow1: 
	Text1: 
	Text2: 
	Text3: 
	Text4: 
	Text5: 
	Text6: 
	Text7: 
	Text8: 
	Text9: 
	Text10: 
	Group11: Off
	Text12: 
	Group12: Off
	Text13: 
	Group13: Off
	Group14: Off
	Group35: Off
	Group30: Off
	Group38: Off
	Group15: Off
	Group16: Off
	Group17: Off
	Group18: Off
	Group19: Off
	Group20: Off
	Group21: Off
	Group22: Off
	Group23: Off
	Group24: Off
	Group25: Off
	Group26: Off
	Group27: Off
	Group28: Off
	Group29: Off
	Group31: Off
	Group32: Off
	Group33: Off
	Group34: Off
	Group36: Off
	Group37: Off
	Group39: Off
	Group40: Off
	Group41: Off


